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TECHNICAL SPECS

Totale lengte

Breedte

Diepgang

Baggerdiepte

Type graafmachine

Capaciteit graafbak

Totaal geïnstalleerd dieselvermogen

Gëinstalleerd vermogen graafmachine

Voortstuwingsvermogen

Bouwjaar

The content of this document is provided strictly for information purposes only. 
Whilst it has been endeavoured to procure completeness and accuracy, no warranty 
- express or implied - is given, in particular of fitness for a particular purpose. In 
no event any Jan De Nul Group company will be liable for any whatsoever damages 
arising directly or indirectly from the use of or reliance on the content provided here-
in, even if (previous) advice has been given/received that such damages may occur.

Sunfish.

VEHICLE SPECIFICATIONS

Traction 120,000 daN

Travel speed up to 400 m/h

Trenching speed up to 250 m/h

Engine rated power 202kW + 395 kW powerpack

Fuel tank capacity 2,630 l

Max. water depth 9.5 m

Hydraulic oil Bio-degradable oil

Trenching tool Jet trencher

OVERALL DIMENSIONS

Overall length 25.5 m

Overall width 11 m

Overall height 14.5 m

Undercarriage length 16 m

Overall width of upper structure 3.35 m

Cabine clearance 10.2 m

Ground clearance 630 mm

Undercarriage width 8.795 m

Track width 2.4 m

TRENCHING TOOL SPECIFICATIONS

Total pump power 390 kW

Pump capacity LP mode: 2 x 1,250 m3 at 5.3 bar
HP mode: 1,250 m3 at 10.6 bar

Opening between jetting swords variable between 300 mm and 1,300 mm

Trenching depth up to 3.5 m 

Intertidal Trenching Vehicle in jetting mode


